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EXTRACT FAN TYPE 1 INCL. FLOW/HEAD

SUPPLY FAN TYPE 1 INCL. FLOW/HEAD

EGG CRATE RETURN GRILLE, INCL DIMS

[0®o[2[3][2| 5 Mx1E

4 WAY SUPPLY GRILLE, INCL DIMS
3 WAY SUPPLY GRILLE, INCL DIMS
INDOOR A/C UNIT TYPE 1

CASSETTE INDOOR A/C UNIT TYPE

OUTDOOR A/C UNIT TYPE 1

MASTER CONTROLLER

FILTER TYPE G3

DIFFERENTIAL PRESSURE TRANDUCER

DOOR CONTACT SWITCH

FD FIRE DAMPER

FSD MOTORISED FIRE SMOKE DAMPER

VCD CONSTANT VOLUME CONTROL DAMPER
MCD MOTORISED CONTROL DAMPER

300X140/475 DUCT INTERNAL DIM. / FLOW m3/Hr

E— POLYURETHANE 20mm OR GALV. STEEL

E— SMOKE EXTRACT GALV STEEL DUCT

NOTES:

FINAL LOCATION OF DEVICES TO BE COORDINATED
WITH OTHER SERVICES/CONSULTANT
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DIMENSIONS IN mm

FIRE BRIGADE MANUAL OVERRIDE SWITCH
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